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ÁWhat is a grease 
interceptor?

ÁRequirements

ÁFOG 

ÁConducting the Inspection

ÁEnforcement

ÁWaste haulers



ÁA grease trap is a plumbing device (a type of trap) designed to 
intercept most greases and solids before they enter a wastewater 
disposal system.

ÁA grease trap works by slowing down the flow of warm/hot 
greasy water and allowing it to cool . As the water cools, the grease 
and oil in the water separate out and float to the top of the trap. The 
cooler water - minus the grease - continues to flow down the pipe to 
the sewer.





ÁGravity Interceptor ÁHydromechanical Interceptor



Á500-gallon minimum requirements

ÁTraps to be located on the exterior 
of the establishment

ÁMaintain collection devices(repairs 
and servicing) 

ÁMinimum cleaning frequency of 90 
days

Á25% Rule 



ÁEducate City of Irving residents on the 
importance of proper waste disposal to 
mitigate increasing wastewater treatment costs, 
and sanitary sewer overflows.

ÁEducate businesses on the importance of 
maintaining their grease traps/interceptors.

ÁImplement enforcement to insure high quality 
of life for residents, businesses and visitors.



ÁCertificate of Occupancy

ÁNotice of Violations 

ÁComplaints ðResidents/ 
Inspectors/ Wastehaulers



ÁData base- LINKO, 
have an idea what 
your looking for 

ÁGather new data 
or make notes

ÁCompliance/ 
change frequency 



ÁTools Needed - Manhole lid extractor, screwdriver, Grease measurement(sludge 
judge)tool, flash light, and proper PPE 













ÁRusted Housing

ÁBroken/missing inlet or outlet Tees

ÁClogged Sanitary Teeõs

ÁDamaged baffle wall

ÁRing and lids cracked missing

ÁIncorrect tie ins (Bathroom) 

ÁUpstream/downstream clean out caps 








