
Public Works 
Standard Drawings

Subcommittee Meeting

Monday, November 18, 2019

Regional Forum Room



Welcome and Introductions



Meeting Summary

Summary DRAFT Nov 18_2019.docx


Division 6020 & 6030 Drawings



Access



ά/έ

YŜȅǿŀȅ Ƨƻƛƴǘ ǘƻ ōŜ ƳƛƴΦ муέ 
above flowline, unless 
approved by engineer.

{ǘŀƴŘŀǊŘ нсέ CǊŀƳŜ 
and cover or by 
specified by owner

тΦ LƴƭŜǘ ƻǇŜƴƛƴƎ ǎƘŀƭƭ ōŜ сέ Ƴƛƴ ƻǊ уέ ƳŀȄ
8. Precast products may be used at the approval of the Owner

фΦ !ƭƭƻǿ мέ Ƴƛƴ ŎƭŜŀǊ ǎǇŀŎŜ ōŜǘǿŜŜƴ h5 ƻŦ 
pipe or box and inside wall of inlet (OD of pipe 
or box should account for skewed conditions). 









Include steel 
detailing and 
make similar to
drawing(s) 6020 ς
Chris to mark up?

{ǘŀƴŘŀǊŘ нсέ CǊŀƳŜ 
and cover or by 
specified by owner

Frame and cover

Access



Include steel 
detailing and make 
similar todrawing(s) 
6020 ςChris to mark 
up?

Frame and 
cover



Include steel 
detailing and 
make similar to 
drawing(s) 6020 ς
Chris to mark up?



ά/έΦ

95%

7. Precast products may be used at the approval of the Owner

фΦ !ƭƭƻǿ мέ Ƴƛƴ ŎƭŜŀǊ ǎǇŀŎŜ ōŜǘǿŜŜƴ h5 ƻŦ ǇƛǇŜ ƻǊ ōƻȄ ŀƴŘ ƛƴǎƛŘŜ ǿŀƭƭ ƻŦ ƛƴƭŜǘ όh5 ƻŦ 
pipe or box should account for skewed conditions). 



Division 3000: General Underground Conduit





Add geotextile wrap around stone trenches to avoid soil migration as directed by 
owner ςChris and Matthew will provide markup with where geotextile should be 
placed

See Note 6

6. Use 95% density under paved surface and 90% in unpaved areas



мнέ

See Note 4

4. Use 95% density under paved 
surface and 90% in unpaved areas

See Note 4



Cement-treated backfill (see not 4)

See Note 3See Note 3

3. Use 95% density under paved 
surface and 90% in unpaved areas

4. Refer to 504.6.2



See Note 4See Note 4

4. Use 95% density under paved 
surface and 90% in unpaved areas



Bc

Or granular

5. Use 95% density under paved 
surface and 90% in unpaved areas

See note 5



Bc





Top Detail

Typo: Existing


